Results (page 1): memory external correction signal 



Page 1 of 5 



US PTC 



Subscribe (Full Service) ^ - (Limited Service, ^ x) Login 

Search: ® The ACM Digital Library ©The Guide 

memory external correction signal 



Searching within The ACM Digital Library for: memory external correction signal ( start a new search ) 

Found 532 of 270,372 

REFINE YOUR SEARCH v ^ » * Related Journals Related Magazines Related SIGs Related' 

- Red^e by Kayvvords | Results 1 - 20 of 532 Sort by relevance 

^Savfe results to a Binder- 
Result page: 1 2 3 4: 




memory external corrc 

iiiJdsyi 

Discovered Terras 



ADVANCED SEARCH 



1 ^- % v o ' ^ c c . ^ v ' ov ^ 

Naga K. Gonads: ^ o o, ^ \ Burton Smith, John ^ a 

November 2008 SC '08: Proceedings of the 2008 ACM/ 1 EEE conference on Supercomputim 
Publisher: IEEE Press 

Full text available: ■QPdf (1.06 MB) Additional Information: fuii citation, attract, r.^sreno;?;., 

Bibliometrics: Downloads (6 Weeks): 62, Downloads (12 Months): 563, Downloads (Overall): 7 

We present novel algorithms for computing discrete Fourier transforms with high perfo 
hierarchical, mixed radix FFT algorithms for both power-of-two and non-power-of-two 
algorithms efficiently exploit ... 

2 CoMPSoC: A template for composable and p»cv N o " , . * * , " N 

^ Andreas Hanason, Kees Goossans, Marco Bekooij, Jos Huiaken 

^January 2009 Transactions on Design Automation of Electronic Systems (TODAES) 
Publisher: ACM ffi Request Permissions 

Full text available: «Q Per' (840.98 KB) Additional Information: toil cstatio:;, abstract, ■ere-enc-s, 

Bibliometrics: Downloads (6 Weeks): 17, Downloads (12 Months): 229, Downloads (Overall): 2 

A growing number of applications, often with firm or soft real-time requirements, are ii 
on Chip, in the form of either hardware or software intellectual property. The applicatic 
run time, creating ... 



Keywords: Composable, model of computation, network on chip, predictable, system 

FEEDBACK 

i x Please provide us 3 Circuit emulation services over ethernei -part i : clock synchronization using times!: 

January 2004 | nternational Journal of Network Management volume 14 issue 1 
Found 532 of 270,372 Publisher: John Wiley & Sons, Inc. 

Full text available: ||Pdf (260.66 KB) Additional Information , - ^ - 

Bibliometrics: Downloads (6 Weeks): 0, Downloads (12 Months): 14, Downloads (Overall): 605 



Due to Ethernet's ubiquity, simplicity, scalability and cost effectiveness there is signific 
Ethernet-based access and transport in the metropolitan network. Many service provid 
and are currently establishing ... 

4 A ch N e adaptive viteUM decodes 

%Sr-ian: Swarrunathart, Russell Tessier, Dennis Goeckei, Wayne Burleson 



i.acm.org/results.cfm?coll=ACM&dl=ACM&CFID=74985 176&CFTOKEN=25698 1 16 



1/26/10 



Results (page 1): memory external correction signal 



Page 2 of 5 



February 2002 FPGA '02: Proceedings of the 2002 ACM/ SI GDA tenth international sympos 
arrays 

Publisher: ACM V Reg <§§! Permissions 

Full text available: "jgPdi (235.26 KB) Additional Information: . . ■ . \ ab'StraoL references, 

Bibliometrics: Downloads (6 Weeks): 10, Downloads (12 Months): 59, Downloads (Overall): 68 

The use of error-correcting codes has proven to be an effective way to overcome data 
communication channels. Although widely-used, the most popular communications dec 
algorithm, requires an exponential ... 



Keywords: FPGA, Viterbi coding, dynamic reconfiguration 

5 PraGticalexperien § 

V" October 2008 SI GBED Review , Volume 5 issue 3 
Publisher: ACM 

Full text available: "gpd? (139.91 KB) Additional Information - . 

Bibliometrics: Downloads (6 Weeks): 6, Downloads (12 Months): 43, Downloads (Overall): 43, 

The area of embedded systems and their interconnection is of utmost importance now; 
evolution, and widespread use, of small electronic devices with processing and commu 
potential for the development ... 



Keywords: embedded systems development, embedded systems education 

6 Stability analysis .of active clock deskew a , N N . x c c 

^January 2005 ASP-DAC '05: Proceedings of the 2005 Asia and South Pacific Design Auton 
Publisher: ACM 

Full text available: ^Pdf (460.86 KB) Additional Information: lyjj ■ Hatio-:-, abst; >o;, refe-eno 

Bibliometrics: Downloads (6 Weeks): 2, Downloads (12 Months): 15, Downloads (Overall): 85, 

In this paper, a methodology for analyzing closed loop clock distribution and active des 
active clock distribution and deskewing network is modelled as a closed loop feedback 
equations. ... 

7 owa c ; .opts and prototype \ ^ 
* { , * " OK 

^June2002 HYPERTEXT '02: Proceedings of the thirteenth ACM conference on Hyperte 
Publisher: ACM i / - ^x*-*r& 

Full text available: ^ : df (940.36 KB) Additional Information iuH c« abstract, :•=*•?: -mk<>> 

Bibliometrics: Downloads (6 Weeks): 7, Downloads (12 Months): 68, Downloads (Overall): 841 

This paper combines spatial hypermedia with techniques from Geographical Informatio 
services. We describe the Topos 3D Spatial Hypermedia system and how it has been d> 
hypermedia coupling hypermedia ... 



i.acm.org/results.cfm?coll=ACM&dl=ACM&CFID=74985 176&CFTOKEN=25698 1 16 



1/26/10 



Results (page 1): memory external correction signal 



Page 3 of 5 



Keywords: 3D, GIS, geo-spatial, information management, spatial hypermedia 

8 5wering the , . reiess and mo bile ex p€ 

January 200: SIGCOMM Computer Communication Review volume 33 issue 1 
Publisher: ACM 

Full text available: >g ; M (204.03 KB) Additional Information: MLdMioQ, at^traci, : •=*•?: -mk<> 5. 

Bibliometrics: Downloads (6 Weeks): 3, Downloads (12 Months): 24, Downloads (Overall): 412 



The success of ns highlights the importance of an infrastructure that enables efficient c 
Netbed's automatic configuration and control of emulated and live network environmer 
configuring and ... 

9 Proce eding or.the„1 8[h. ACMcc s ^ N i k-5 n 

A Davi d Ch eung. (kYeol. So rig, Wesley.. Gh.u , Xj.a.g.h.a.a..H.y., Jm.m.y...U.O. 

^November 2009 CI KM '09: Proceeding of the 18th ACM conference on Information and kn 
Publisher: ACM 

Additional Information: (u|i .citation, abstract 

Bibliometrics: Downloads (6 Weeks): n/a, Downloads (12 Months): n/a, Downloads (Overall): r 



On behalf of the organizing committee, we wholeheartedly welcome you to the ACM Ei> 
Conference on Information and Knowledge Management (CI KM 2009). We hope this cc 
and beneficial. CI KM 2009 was originally ... 

GPGPU: general purpose computation cn graphics haj dv\ as e 

.David Luebke, Mark Ham-?, Jens KrOger, Tirr- PurceM, Naga Govindaraju, Ian Back, Giiff W. 
August 2004 SIGGRAPH '04: SIGGRAPH 2004 Course Notes 
Publisher: ACM V \ \ - - 

Full text available: -||Pdf (63.03 MB) Additional Information: :aii citation, abavrac-, cited ay 

Bibliometrics: Downloads (6 Weeks): 136, Downloads (12 Months): 1423, Downloads (Overall) 



The graphics processor (GPU) on today's commodity video cards has evolved into an e 
processor. The latest graphics architectures provide tremendous memory bandwidth ai 
with fully programmable vertex ... 

11 

November 2005 Transactions on Programming Languages and Systems (TOPLAS) , 
Publisher: ACM V listens 

Full text available: ||Pd| (1.77 MB) Additional Information , . - - a!::at:.ac:, lefeienoe:;, 

Bibliometrics: Downloads (6 Weeks): 12, Downloads (12 Months): 104, Downloads (Overall): 4 



An implicit (automatic) signal monitor uses a waituntil predicate statement to constn 
to an explicit-signal monitor using condition variables and signal/ wait statements for 



Keywords: Automatic signal, concurrency, explicit signal, implicit signal, monitor, par 

12 Sy ovver..op.t!.miz.ano.n N s .and .tools 



[.acm.org/results.cfm?coll=ACM&dl=ACM&CFID=74985 176&CFTOKEN=25698 1 16 



1/26/10 



Results (page 1): memory external correction signal 



Page 4 of 5 



April 2000 Transactions on Design Automation of Electronic Systems (TODAES) 
Publisher: ACM V \ . \ 

Full text available: ■fgPdf (385.22 KB) Additional Information: \ c:h ^ ;«or., ^f^encec, 

Bibliometrics: Downloads (6 Weeks): 59, Downloads (12 Months): 576, Downloads (Overall): 4 

This tutorial surveys design methods for energy-efficient system-level design. We cons 
of a hardware platform and software layers. We consider the three major constituents 
energy, namely computation, ... 

13 v N % , s t N , x , N \ s , , XNN ^ s o\ S 
April 2009 Communications of the ACM 

^Publisher: ACM 

Full text available Editon , ■gPdf (7.58 MB) Additional Information: iuii c:tat»n. motex tews. 

Bibliometrics: Downloads (6 Weeks): 372, Downloads (12 Months): 1939, Downloads (Overall) 

1 4 Interactive, sound rented os 

^Dinesh Manocha, Paul Calamia, Ming C. Lin, Dinesh Manocha, Lauri Savioja, Nicolas Tsing 

V August 2009 SI GGRAPH "09: SIGGRAPH 2009 Courses 
Publisher: ACM 

Full text available: =||Pdf (62.61 MB) Additional Information: fyii citatic;-:, abs.S;;?c-, refe: fences 

Bibliometrics: Downloads (6 Weeks): 355, Downloads (12 Months): 355, Downloads (Overall): 

An overview of algorithmic and software technologies related to interactive sound rend 
three main topics: physically based techniques to synthesize sounds generated from c< 
efficient computation ... 

15 Level sMand PDE.m 

V August 2004 ' SIGGRAPH '04 : SI GGRAPH 2004 Course Notes 
Publisher: ACM V' v, • - sions 

Full text available: ^Mf (17.07 MB) Additional Information: jui.i citation, abstract, cited by 

Bibliometrics: Downloads (6 Weeks): 94, Downloads (12 Months): 957, Downloads (Overall): £ 

Level set methods, an important class of partial differential equation (PDE) methods, d 
as the level set (iso-surface) of a sampled, evolving nD function. The course begins wr 
introduces the ... 

16 Queue. Volume 6 issue 4 
July 2008 Queue 

^Publisher: ACM 

Full text available } V' (6.13 MB) Additional Information: Ml citation, ccU; r,i. \ f,de> t- 

Bibliometrics: Downloads (6 Weeks): 36, Downloads (12 Months): 240, Downloads (Overall): £ 

Flash is growing from mere curiosity to a new tier in the storage hierarchy. 

17 Com : s allure: e A v ne 52 issue 7 
July 2009 Communications of the ACM 

^Publisher: ACM 

Full text avail at le <f] i (7.61 MB) Additional Information: full citation, index terms 



i.acm.org/results.cfm?coll=ACM&dl=ACM&CFID=74985 176&CFTOKEN=25698 1 16 



1/26/10 



Results (page 1): memory external correction signal 



Page 5 of 5 



Bibliometrics: Downloads (6 Weeks): 491 , Downloads (12 Months): 491 , Downloads (Overall): 

18 ^ " : . o k ^ v V \ o , ^ o , ^ o v 

May 2009 Communications of the ACM 
^Publisher: ACM 

Full text available . . . . £) ' (7.31 MB) Additional Information: full citation, index terms 
Bibliometrics: Downloads (6 Weeks): 478, Downloads (12 Months): 1656, Downloads (Overall) 

19 Gomr s 1 so N " - N Y N , ^ issue 12 
<% December 2008 Communications of the ACM 
^Publisher: ACM 

Full text available Digital Ed.itic f| .• (6.91 MB) Additional Information: Mciiafon, index terms 
Bibliometrics: Downloads (6 Weeks): 504, Downloads (12 Months): 3097, Downloads (Overall) 

20 Investigating a physically-based signal N obus! low p eie; 

"^October 2008" MSW iM 08: Proceedings of the 11th international symposium on Modeling, 
wireless and mobile systems 
Publisher: ACM V ; 

Full text available: «g|Pdf (734.24 KB) Additional Information . . ^ . - — ^ 

Bibliometrics: Downloads (6 Weeks): 7, Downloads (12 Months): 55, Downloads (Overall): 71 , 

We propose deriving wireless simulation models from experimental traces of radio sign 
experimental traces have holes due to packet losses, we explore two algorithms for fill 
experimental traces. Using completed ... 



Keywords: wireless link simulation, wireless sensor networks 

Result page: 1 2 3 4 



The ACM Portal is published by the Association for Computing Machinery. Copyright © 201 0 ACM, Inc. 

Terms. of.Usage Privacy Policy Code of Ethics Contact Us 

Useful downloads: "® ^.QwckTi.m.i* c ® 



[.acm.org/results.cfm?coll=ACM&dl=ACM&CFID=74985 176c&CFTOKEN=25698 1 16 



1/26/10 



